
PARAMETER

Longood 1000W portable
 power station

Battery parameters 3.7V  278400mAh，1030Wh

Total work output 1200W Max

AC input  100-240V~,60/50Hz 

AC output (x2) 110V,60Hz for US ,Japan ,Pure sine wave
220V,50Hz for EU,AU

DC input voltage 12-26V 6.25A
Max 150W

Car charging outlet (x5) DC5525*2（left）/cigarette lighter*1;
13.3V=9；DC5525*2（right）:24.5V=4A

Solar energy input 120-150W Support MPPT tracking

Battery circle Support  800 ≥80%

AC Constant power Support 
heating equipment below 1000W

Working temperature 0-40℃

Net weight

Size(w×h×l)

 8.2kg/18.078lbs

187×205×320mm

Protection type

High temperature protection
Lowtemperature protection
Over current protection
Over protection
Overcharge protection
Overload discharge protection 
Short circuit protection

USB-A output (x3)

USB-C output (xl)

Fast charge 5V=3A,9V=2A,12V=1.5A ,
Max 18W(QC3.0)

Fast charge 5V=3A,9V=3A,12V=3A,15V=3A,
20V=3A,Max 60W

 Warranty 1 year
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V0 flameresistant material housingHigh performance lithium ion batteries

Hight efficency inverter smart BMS provide all-round protection


